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,placed gives the most sati1sfactory siodium flame, although a five-
eighths inch Ihmsen will answer .if properly supplied with salt. 
A ,convenient grating for this purpose is a \Valla·ce replica having 
about 15000 lines to the inch. Gratings with no more than 3000 
lines per inch will show the dark-line image but not very cer-
tainly, except with greater care. 1'he image is sharp and fine, 
its width being determined by the actual thicknesis of the filament 
of the lamp and is much smaller than the apparent width of the 
filament which i·s affected by irradiation. A high temperature 
filament gives best results but is objectionable because of the 
intensity of the light which falls directly into the eye. When 
.such a filament is used the eye may be protected by pasting a nar-
.row strip of paper acrosis the grating. By varying the voltage 
applied to the lamp the .temperature of the filament may be 
changed and the effect of the relative temperatures of filament 
and flame may be observed. 
A NEW TYPE OF ELECTROMAGNETIC WA VE METER 
WINFIELD SALISBURY 
(ABSTRACT) 
A high degree of accuracy and sensitivity are obtained by using 
a combination of a two element vacuum tube and direct current 
galvenometer, which measures the voltage across the condenser 
in the resonant circuit instead of the current in the inductance as 
is the common practice. The small amount of energy necessary 
to operate this indicator makes possible a very sharp resonance 
peak. Its sensitivity allows it to be operated far enough from 
the source of the waves that it does not effect their length. 
A new method of locating nodes on Lecher's wires makes pos-
sible whatever accuracy can be obtained in measurement of a 
length. The wavemeter is calibrated, with the aid of these wires, 
for \vavelengths between three and one hundred meters. 
THE MOULDING ACTION OF SURFACE TENSION ON 
A FREE SHEET OF \VATER 
L. B. SPINNEY 
(ABSTRACT) 
A smooth stream of water falling vertically is allowed to strike 
the center of a small circular plate placed horizontally. The water 
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